REVISIONS:

CINDER BLOCK

SAND BAG

NOTE:

TEMPORARY DEVICES AROUND STORM

SEDIMENT TO SETTLE PRIOR TO DISCHARGE INTO A STORM
SAND BAGS SHALL BE UV RESISTANT AND MUST NOT DEGRADE DUE TO ATMOSPHERIC CONDITIONS.

ROCK SIZE
374" TO 1-1/72"

DRAINS ARE USED TO DETAIN AND/OR FILTER SEDIMENT-LADEN RUNOFF,
DRAININLET OR CATCH BASIN.

SAND BAGS SHALL BE REPLACED UPON FIRST SIGN OF DETERIORATION.

FILTER FABRIC
NOT TO COVER
DRAIN INLET

"~ FILTER
FABRIC

STORM DRAIN INLET PROTECTION
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BRYAN - COLLEGE STATION
STANDARD STORM WATER
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HAY BALES ARE USED TO DETAIN AND/OR FILTER SEDIMENT-LADEN
RUNOFF. THE PROTECTION ALLOWS SEDIMENT TO SETTLE PRIOR
TO DISCHARGE INTO A STORM DRAIN INLET OR CATCH BASIN.

EROSION CONTROL ALONG DITCH

“MINIMUM 12* SHALL BE FULL
WIDTH OF SITE ENTRANCE

METAL T-POST

AS REQ'D. TO mmmr%A
SPACED 6 APART

SILT FENCE AND/OR

HAY BALES TO BE

USED IN AREAS OF /
DRAINAGE FLOW. |

NATURAL GROUNDZ

A

nercrsos| POLLUTION PREVENTION DETAILS

sARY 6" MIN. DEPTH STONE *VARIES
s NECE (ASTM D448, 3" T0 o
00 A 5" DIAMETER) OVER .10 10
GEOTEXTILE FABRIC 50 _—
WITH SAME SQUARE T e OV
i i FOOTAGE.
i
e = < EXiSTING STREET —
NOTE:
6" MIN DRESS WITH ADDITIONAL
| STONE AS NEEDED.
STONE IS TO BE MAINTAINED
\ SO AS TO PREVENT
CONSTRUCTION TRAFFIC
GEOTEXTILE FROM TRACKING MUD ONTO
%\ F ABRIC ADJACENT PUBLIC STREETS.
SECTION A-A SUBGRADE
SWPPI1-01 CONSTRUCTION EXIT SILT CONTROL
2"X4" WIRE MESH
FASTENED TO T-POST SWPP1-02
SEDIMENT CONTROL FABRIC
FASTENED SECURELY TO
T-POST & WIRE MESH
8" OF FILTER FABRIC TO EXTEND
INTO A TRENCH AND BE ANCHORED GENERAL NOTES:

WITH COMPACTED BACK FILL

ALLOW 2.5°TO 5'AT TOE OF
SLOPE FOR SEDIMENT TO
ACCUMULATE. ALIGN FENCE
ALONG SLOPE CONTOURS.

FLOW
' DRECTION. OF,,

TTINNTIT 77

4"X4" MIN. TRENCH

SIL'T FENCE ASSEMBLY

SWPP1-03

ALL AREAS WHERE EXISTING VEGETATION AND GRASS COVER
HAVE BEEN BARED BY CONSTRUCTION SHALL BE ADEQUATELY
BLOCK SODDED OR HYDROMULCHED AND WATERED UNTIL
GROWTH IS ESTABLISHED. IN DEVELOPED AREAS WHERE GRASS
IS PRESENT, BLOCK SOD WILL BE REQUIRED. BARED AREAS
SHALL BE SEEDED OR SODDED WITHIN 14 CALENDAR DAYS OF
LAST DISTURBANCE.

APPROVED EROSION CONTROL MEASURES MUST BE INSTALLED
DURING THE ENTIRE TIME THAT EARTH HAS BEEN BARED BY
CONSTRUCTION AND SHALL STAY IN PLACE UNTIL ACCEPTABLE
VEGETATIVE GROWTH IS ESTABLISHED AFTER CONSTRUCTION IS
COMPLETE AND THEN REMOVED BY CONTRACTOR.

ALL EROSION CONTROL MEASURES SHOULD BE CLEANED OF
SILT AFTER EVERY RANN.

CITY OF BRYAN

The Good Life, Texas Style.
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